
Arden

•  Available manufactured from Softwood or Oak.
•  Porch timbers supplied in planed finish for priming/painting/staining 

on-site. 
•  Roof supplied in cassette form with posts/gallows supplied loose.
•  Post bases can be supplied as an add on item.
• Fixings, membranes, battens, tiles or finishes excluded.
• Bespoke designs can be quoted upon request.

“...better by design”

Packington Standard
£950 + VAT

Wide
£1150 + VAT

STANDARD WIDE PRICE

Hampton

Eastcote Standard
£775 + VAT

Wide
£825 + VAT

Fentham Standard
£575 + VAT

Wide
£625 + VAT

www.wyckhamblackwell.co.uk

Tel: 01675 442233
Email: info@wyckhamblackwell.co.uk

WITHOUT THE EXPRESS PERMISSION OF THE 

TRUSSES MAY NOT BE NOTCHED, DRILLED OR 
CUT WITH THE EXCEPTION OF OVERHANGS, 

ROOF TRUSS MANUFACTURE.

singles and pairs of Framing Anchors for multiple ply trusses.

and the wall, in accordance with good building practice.

timber noggings should be fixed under the straps, between each truss

be provided with restraint straps at 2 metre centres, maximium. Solid

NB - For clarity, Web and Tee braces may only appear on profile drawings.

provided at no more than 400mm centres. Special attention should be

Buckling restraint - tiling battens, fixed as current Standards, should be

Trussed Rafters to be securely fixed to the wallplate with Truss Clips for

Unless noted otherwise, it is assumed that all gable and party walls will

In the event of uplift or potential spread being critical, alternative fixings

given where tiling battens are not normally installed, e.g. under valleys.

DESCRIPTION DATE REV.

may be required.

2. It is assumed that the work will be carried out and supervised by

and Wyckham Blackwell drawings, specifications and standard details.

Trussed Rafter profile and calculation sheets, which are to be read in

to be nailed to at least two Trussed Rafters.

4. Section of sizes of timber are generally nominal.

with a 12.5mm plasterboard ceiling fixed to truss bottom chord, will provide 

with BS 5268-part3:2006. The wind bracing systems as shown, in combination

adequate restraint to wall heads from a wind load not exceeding 1.5 KN/m.

5. Wind bracing - wind bracing systems as shown are designed in accordance 

1. This drawing is to be read in conjuction with all Architect's, Engineer's

experienced, competent personnel and that exhaustive detail is not required.

3. The full specification for each Trussed Rafter's design is shown on the

All Bracing Members should be 25 x 100, unless noted otherwise, and are

to be nailed with 2No. 3.5mm dia. x 75mm long galvanised round wire nails

to every Trussed Rafter they cross. Lap joints may be provided, the overlap

WB - Web Diagonal Brace (Chevron)

TB - Tee Brace

CL - Ceiling Longitudinal Brace

WL - Web Longitudinal Brace

RD - Rafter Diagonal Brace

CD - Ceiling Diagonal Brace

RL - Rafter Longitudinal Brace

conjunction with this drawing.

NOTES

ALL 22X100mm WIND BRACING MUST BE INSTALLED
AS SHOWN ON THIS DRAWING AND AS SHOWN ON
THE RELEVANT TRUSS
PROFILE. ALL WEB LONGITUDINAL BRACES, WEB
CHEVRON BRACES AND WEB DIAGONAL BRACES
MUST BE INSTALLED AS SHOWN ON PROFILE
DRAWINGS. ANY QUERIES, PLEASE ASK.

www.wyckham-blackwell.co.uk
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NB - For clarity, Web and Tee braces may only appear on profile drawings.

provided at no more than 400mm centres. Special attention should be
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given where tiling battens are not normally installed, e.g. under valleys.

DESCRIPTION DATE REV.

may be required.

2. It is assumed that the work will be carried out and supervised by

and Wyckham Blackwell drawings, specifications and standard details.

Trussed Rafter profile and calculation sheets, which are to be read in

to be nailed to at least two Trussed Rafters.

4. Section of sizes of timber are generally nominal.

with a 12.5mm plasterboard ceiling fixed to truss bottom chord, will provide 

with BS 5268-part3:2006. The wind bracing systems as shown, in combination

adequate restraint to wall heads from a wind load not exceeding 1.5 KN/m.

5. Wind bracing - wind bracing systems as shown are designed in accordance 

1. This drawing is to be read in conjuction with all Architect's, Engineer's

experienced, competent personnel and that exhaustive detail is not required.

3. The full specification for each Trussed Rafter's design is shown on the

All Bracing Members should be 25 x 100, unless noted otherwise, and are

to be nailed with 2No. 3.5mm dia. x 75mm long galvanised round wire nails

to every Trussed Rafter they cross. Lap joints may be provided, the overlap

WB - Web Diagonal Brace (Chevron)

TB - Tee Brace

CL - Ceiling Longitudinal Brace

WL - Web Longitudinal Brace

RD - Rafter Diagonal Brace

CD - Ceiling Diagonal Brace

RL - Rafter Longitudinal Brace

conjunction with this drawing.

NOTES

ALL 22X100mm WIND BRACING MUST BE INSTALLED
AS SHOWN ON THIS DRAWING AND AS SHOWN ON
THE RELEVANT TRUSS
PROFILE. ALL WEB LONGITUDINAL BRACES, WEB
CHEVRON BRACES AND WEB DIAGONAL BRACES
MUST BE INSTALLED AS SHOWN ON PROFILE
DRAWINGS. ANY QUERIES, PLEASE ASK.

www.wyckham-blackwell.co.uk

DWG NO.

SCALEDATE

TITLE

PROJECT

REV.

BY

Fax: 01675 442227
Tel: 01675 442233

Hampton In Arden

West Midlands
B92 0HB

Solihull

Old Station Road

1:25 @ A1

DWG NO.

SCALEDATE

TITLE

PROJECT

REV.

BY

Porches Standard

Arden/Hampton - Porches

26.02.21

Arden/Hampton Porches - 2021

Arden

Hampton

Standard

£950.00 +vat

£1250.00 +vat

2224

All timbers softwood. Oak option +50%
Porches to be supplied unfinished for painting on site
Tops pre-fabriacted with posts & beams or Gallows supplied loose
Fixings, Felt, Battens, Tiles or Finishing not supplied
Post bases excluded, add on if required
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ITEMS AVAILABLE SEPARATELY
700 x 700mm Gallows bracket in softwood £90 each
700 x 700mm Gallows bracket in Oak £135 each
100 x 100mm Softwood Post 2400mm  £95 each
150 x 150mm Softwood Post 2400mm £145 each
150 x 150mm Softwood Post with stop chamfers £175 each
Stainless steel post base  £195 each
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WITHOUT THE EXPRESS PERMISSION OF THE 

TRUSSES MAY NOT BE NOTCHED, DRILLED OR 
CUT WITH THE EXCEPTION OF OVERHANGS, 

ROOF TRUSS MANUFACTURE.

singles and pairs of Framing Anchors for multiple ply trusses.

and the wall, in accordance with good building practice.

timber noggings should be fixed under the straps, between each truss

be provided with restraint straps at 2 metre centres, maximium. Solid

NB - For clarity, Web and Tee braces may only appear on profile drawings.

provided at no more than 400mm centres. Special attention should be

Buckling restraint - tiling battens, fixed as current Standards, should be

Trussed Rafters to be securely fixed to the wallplate with Truss Clips for

Unless noted otherwise, it is assumed that all gable and party walls will

In the event of uplift or potential spread being critical, alternative fixings

given where tiling battens are not normally installed, e.g. under valleys.

DESCRIPTION DATE REV.

may be required.

2. It is assumed that the work will be carried out and supervised by

and Wyckham Blackwell drawings, specifications and standard details.

Trussed Rafter profile and calculation sheets, which are to be read in

to be nailed to at least two Trussed Rafters.

4. Section of sizes of timber are generally nominal.

with a 12.5mm plasterboard ceiling fixed to truss bottom chord, will provide 

with BS 5268-part3:2006. The wind bracing systems as shown, in combination

adequate restraint to wall heads from a wind load not exceeding 1.5 KN/m.

5. Wind bracing - wind bracing systems as shown are designed in accordance 

1. This drawing is to be read in conjuction with all Architect's, Engineer's

experienced, competent personnel and that exhaustive detail is not required.

3. The full specification for each Trussed Rafter's design is shown on the

All Bracing Members should be 25 x 100, unless noted otherwise, and are

to be nailed with 2No. 3.5mm dia. x 75mm long galvanised round wire nails

to every Trussed Rafter they cross. Lap joints may be provided, the overlap

WB - Web Diagonal Brace (Chevron)

TB - Tee Brace

CL - Ceiling Longitudinal Brace

WL - Web Longitudinal Brace

RD - Rafter Diagonal Brace

CD - Ceiling Diagonal Brace

RL - Rafter Longitudinal Brace

conjunction with this drawing.

NOTES

ALL 22X100mm WIND BRACING MUST BE INSTALLED
AS SHOWN ON THIS DRAWING AND AS SHOWN ON
THE RELEVANT TRUSS
PROFILE. ALL WEB LONGITUDINAL BRACES, WEB
CHEVRON BRACES AND WEB DIAGONAL BRACES
MUST BE INSTALLED AS SHOWN ON PROFILE
DRAWINGS. ANY QUERIES, PLEASE ASK.

www.wyckham-blackwell.co.uk
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All timbers softwood. Oak option +50%
Porches to be supplied unfinished for painting on site
Tops pre-fabriacted with posts & beams or Gallows supplied loose
Fixings, Felt, Battens, Tiles or Finishing not supplied
Post bases excluded, add on if required

2224

8
6
6

2
1
5
0

1125

2
1
3
0

2
1
3
0

7
0
0

700

600

2
1
5
0

A

2400

2400

August 2024


